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 Applications

The CMX220 mini shotgun condenser microphone 
can be used in various sound applications, but 
will especially proof its worth when applied in 
situations comparable to conferences, public 
communications, (outdoor) speeches and use in 
church and court. 

The  polar pattern allows a more directed sound-
recording. 

Together with the high sensitive condenser 
microphone, this feature makes the CMX220 
the ideal appliance for users who want to record 
sound from a small distance without cutting back 
on quality. 

The 360 degree revolving and light weight design 
make this product easy to handle, allowing 
users to precisely determine the position of the 
microphone.

Provided with a foam windscreen, this microphone 
is suited for in - and outdoor applications.

The upper part can be screwed off.

The dark grey color and modest design will 
make the CMX220 merge with every single 
environment. 

CMX220
M i n i  S h o t g u n  M i c r o p h o n e

SYSTEM SPECIFICATIONS
Frequency response 50 Hz - 18 kHz
Sensitivity -40 dB ±3 dB / Pa
Impedance 250 Ohm
Load impedance 1250 Ohm
Signal-to-noise ratio 72 dB
Equivalent noise level 21 dBA
Maximum SPL 125 dB
THD @ Max. SPL 0.5% @ 1 kHz
Dynamic range 108 dB
Power supply 15 - 52 V DC Phantom power
Current consumption 3.5 mA
PRODUCT FEATURES
Dimensions (Diameter x Length) Ø 19 x 238 mm
Weight net 175 g
Colour Dark grey
Output connector 3-pin XLR gold plated
Type Back electret with interference tube
Polar pattern Line + gradient
Element Pressure gradient
Preamp FET
Accessories included Foam windscreen
SHIPPING & ORDERING
Packaging Carton box
Shipping weight & volume 340 g - 0.0011 Cbm
Optional accessories APM base
Spare parts Windshield (AU901000004)

*AUDAC reserves the right to change specifications without notice: this is   
part of our policy to continually improve our products

- High quality back electret condenser capsule
- Wide dynamic range and frequency response
- High sensitivity, low noise and super directivity
- Comes with a durable packing box and wind   
  screen
- 360° revolving structural design with 
  connecting point
- 3-pin gold plated XLR

- Conference
- Public communications
- Outdoor speeches
- Churches
- Courts


